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[EIfEBIZS4K  Conical housing
REAEIR Turbine housing
PEHENE Dust and gas entry pipe
HESHEHE  Clean gas exhaust pipe
LRBHHNO Dust outlet

ElZEJEM Fixed base plate

ElEX+E Fixed sill pillar
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1 PIMBRITEWE L Mone mounted on the barrel

The drilling draw.mg ai,tache,d to the barrelhead,?"hen press the icon size
drilling.
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@ %) Installation Examples
FE#H 4. The main components
a HES %  exhaust pipe

intake pipe

l) igﬂié;ii%%; IIItaJ{(: I)iI)ﬁ: b!owerEEEEEEQeJﬂ
¢ FEE|XHL blower received - Crolone

Receiving

d #3222 %E  Receiving Dust Dust: suction S
5 ducts come §
suction ducts come

/D48 Dust Box

f 34  Carrier
- g #4JIW  Pai dust knife gate
valves .
Pai dust Carrier
valves

h Jﬁﬂ%’l\%% cyCIOHB knife gate

3 B{ERIHEK Matching power requirements

@ WMEXHER Supporting fan requirements

HATRNGELS, RERERMIIR: KT 750W BHER XL n iR
EORIRAEF R IIER: 9-19 HEEROGRHL, IERET n MERE
2Ll 750W,
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UG SE, ThERLIUNAEF] 1100W B E,

A single cyclone,best matching blower power: Larger than 750W vortex

blower. n parallel combination of a cyclone fan selection: 9-19 high pressure
centrifugal blower,power is equal to n multiplied by a cyclone 750W.
Cyclone when working there are about 1% -10% of dust can not be totally
addition to the net, If you want to be completely clean,a Filters can be connected
in series between the cyclone blower; 8 micron filter cartridge accuracy is
generally. When using the filter, the power must be increased to 1100W or more.

@ BLEW 232 3K Supporting the vacuum cleaner requirements
R LRMEN S, ERBIKT 1200W, BHTHREBRAGHLR, H
SLRE IS I PE R IR N E L 2 TIERR AT 1%-10%H2, A% 100%H %8R,

Use vacuum cleaner powered,power must be greater than 1200W, since the
the dust bag vacuum cleaner itself, cyclone to filter out the work of 1% to 10%
residual dust, 100% of the effect of dust.

1 3 EEEI Precautions
O AREFBROELEF, DARMERD#SERKT 70%:

Do not allow the suction port buried in the dust, Must ensure that the suction

air intake is greater than 70%;
@ BB R, TG AT AL S 23R R B 5 R 45
The power matching requirements,must recommended motor power and fan
models to choose
® A Paim. MEREL.
Do not allow oil absorbing dust, of paint dust haze.
2 WPEHEE Troubleshooting
@ L ﬂ! % HHASMHS 2L EK  Failure phenomenon: the dust in the
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© ZEFEHEENELDR: B EREECRRREEEREL.

Ordinary conical cyclone Installation:With M5 screws cyclone base plate
fixed to the barrelhead.

@ LRI RFCH e RELA: 1 M4 @Iﬁ{ﬂi,?%w\ﬁfrf@r‘u: FEDEX
e B L.
Turbocharged cyclone Installation:With the M4 tapping screw barrelhead
from below upwards, The cyclone pillars fixed to the barrelhead.

AR IR L tnstal] turbocherged eyelone

@ B SR MGEA RN W REH A 55 TR, HRE, THEEK
BEAELS L, HBHEERS MBEEHANES PHRAE, H5E, TE
PEERMIANIME SO RBEE L, P RE, BRHEEBmASELSE (W
R AL, FE—WIK BEREFERNTIOKT UM, REBAEE, %
WEk e ERP, BTFREZAZ, EORSA—, RERFECS)
TR IE B o

When using vortex fan: If the inner diameter of the suction tube 55, the

exhaust pipe, The hose can be directly fit over dust collecto, Then hoop
clamping; If you use an inner diameter of 50 vacuum tubes, exhaust pipes, Hos:
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can be fit over outer diameter of the rigid tube 50, With hoop clampin, Then hard
tube mto cyclone(If not get into the, You can pour a cup boiling water, The
cyclone tube immersed in boiling water in tens of seconds, Then insert the hard
tube, Fixed cooling); Due to the large fan manufacturers, Pipe sizes varies,
Sometimes users need their own hands to solve adapter.
® FJIRARALRE: WAENZEFER L FRERARELE ELEHH
TERTFENSE, PEELBNHREABA S0IMTES, BB 50%
RKFRREEAERE L. FEELHN, BRILBETEB/ARTRERN 32 15
FLAEDTE,

When using vacuum cleaner: Installation suction tube as above; The use of
vacuum cleaner exhaust pipe dust suction duct and comes with bent pipe, Is
inserted in the outer diameter cyclone exhaust pipe 50 hard tube, Then the inner
diameter sets 50 turns 32 connector on the hard tube. When the dust needs,
Setting the cleaner bent pipe joint insertion hole 32.

HE S0 BLEA R R,
A 50 TR

When g an inner dlsmetar

EAE S RLEH,

RBLEER @
HRELRLEg j
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use vacuum él ganer with
i

Whaen Using aninner drameter

of 55 wacuim

© &mzkitE, BERMNK, BERE, TARAEH.

End of the installation, Live test, no problem, it can be used.

2 (BEREFEMEAEL Collections mounted on the box
D K4S  Sections of combination
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discharged net gas 1s large.
fip ik IR T‘EUPFE*;{&Z}:EQFP- ﬁi‘fi'ﬂil'ltb‘%‘kﬁ“ 70%: HALY)
FNRAS, RALRE R, S EFIHEFANE S /1 W, SaHE
JHPAZ 50 8835 55 Erfjfik’j—‘ o
Workaround: to ensure that the suction nozzle is not buried in the dust; to ensure
that the intake air intake is greater than 70%; fan power is too small, fan wind
pressure 1s too low, the recommended values must be re-configured; suction pipe
diameter is too small, you must use a suction tube with an inner diameter of 50 or 55.
@ W% BRZEIE  Failure phenomenon:dust barrel deformation
T R A2, UERAT 2 g, A S %
MR
Workaround :just make sure the suction port is not blocked, Guarantee the

smooth flow of air inside pipette,this phenomenon does not occur.

Ml BEMELSEHRARSE Cyclone technical parameters

EERNSHK e Y
pies EEW = Matching fan parameters ﬁ‘:&ﬁ,ﬁ i@ﬁ&
Model | Pipe inner Collection | Dust particle
diameter | RE - R e efficiency size
(mm) Air volume | Wind pressure| Power (%) (mm)
(m3/h) (Kpa) (W)
SN10T3 10 3~7 2.0~38 >30 80~95 0.008~6
SN25T5 25 20~45 2.0~38 2200 80~95 0.008~20
SN25T8 25 20~45 2.0~38 2200 80~95 0.008~20
SN50 50 80~180 2.0~38 >750 70~90 0.008~40
SN50S2 50 80~200 2.0~38 >750 75~95 0.008~40
SN50T3 50 80~210 2.0~38 =750 80~95 0.008~40
SN50T6 50 80~210 2.0~38 2750 80~95 0.008~40
SN50ST 50 80~210 2.0~38 2750 85~95 0.008~40
SN75T3 i5 190~400 2.0~38 >1500 80~95 0.008~60
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